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DC-LINK CAPACITOR __ DCLJC (CUSTOM DESIGN)
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Highlight Features
» PPSplasticcase, thermostability, anticorrosion, highlycombustion-retardant material.

» Busbar connection, Epoxy resin filling, Good air-tightness, Low capacitance attenuation.

» Withstands high ripple current.
« High capacitance, small volume, low self-inductance, high pressure resistant, high raliability.

Applications

e Electric Bus
e Electric logistics vehicle
* Electric vehicle

ARS8 Parameters

SESEEl Rated Capacitance 100w F~1000u F (25°C)

EMEEE Rated Voltage

SEfm= Tolerance

EB/v & Dielectric

/M5iRFE Dissipation factor of dielectric
RIEMIE Test voltage between terminals
RFmiE Test voltage terminal to case

iZEE Over voltage

EATRE Operating temperature (T,./T,...)
1ZINBE Hotspot temperature (Ths)
fEfFEE Storage temperature (T,)
BATIEXEE Operating humidity
SREE Altitude

FhEAS Life expectancy

TGEZER Failure rate

#EEE Filling material

HhFs Case

SEFTH#E Reference standards

450 VDC~200 VDC

+10% (standard), % 5% (upon request)
Metallized polypropylene film

Tan d <0.0002 (100Hz, 25°C)

1.5 Uyne / 10s at 25°C

3000Vac/10s, at 50/60Hz, 25°C

1.1Uype (30% of on-load-duration)
1.15U e (30 min / day)

1.2U,pc (5 min / day)

1.8Upe (1 min / day)

-40°C~+105C

<+105°C

-40°C~+85°C

<095%

=<3000m

50,000 hours at Un and Ths=85C

< 100Fit

Dry, Filling with epoxy resin, UL934V-0, Antiflaming, Non-inductive
Plastic case

IEC61071-2007, UL94V-0, GB/T17702-2013
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DATA SHEETS

S ®BIE General Specifications Table

s RS Un Cn W T H ESR Irms 60°C Rth =atm
Specification Code
vDC uF mm mm mm mQ A cW

DCLJCSY450-200 450 200 150 45 70 0.8 85 3.0 10450L2000UKM2RYU3N
DCLJCSY450-330 450 330 226 66 42 e 85 153 10450L3300UJMERYU3N
DCLJCSY 450-600 450 600 180 60 60 0.6 160 1.5 10450L6000UKM2RYU3N
DCLJCSY500-600 500 600 200 60 80 0.8 150 2.5 10500L6000UKM2RYU3N
DCLJCSY500-750 500 750 197 LT 87 0.5 140 2.9 10500L7500UKM2RYU3N
DCLJCSY500-950 500 950 190 88 80 0.25 250 1.65 |500L9500UJN2RY U3N

DCLJCSYB00-450 600 450 180 60 60 0.60 220 50 10600L4500UJM2RY U3N
DCLJCSY600-600 600 600 225 118 47 1.0 85 2.4 |10600L6000UKM2RYU3N
DCLJCSY800-440 800 440 200 60 80 05 150 2.5 10800L4400UJM2RYU3N
DCLJCSY800-600 800 600 198 73 20 0.8 140 2.2 |0800L6000UJM2RYU3N
DCLJCSY900-110 200 110 184 83.4 49.7 0.4 110 277 10900L 1 100UKM2RYU3N

iE RS TREFERE.

Note: Customized products are available upon request.
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